
Battery

Power 

Supply

Modular and versatile power, wherever you need 
it. Rechargeable by the grid or by renewable 
energy and equipped with advanced Lithium-Ion 
or Lithium Iron Phosphate battery systems, our 
system is ideal for construction sites and mines, 
providing efficient power for a wide range of in-
dustrial applications, even the most demanding 
with a great variety of stocked power and power 

output.



Battery Type Lithium Iron Phosphate 
BPS-80-80 BPS-100-100 BPS-120-100

Weight 1200 kg 2200 kg 2400 kg 

Dimension 1350x950x1100 mm 2500x950x1100 mm 2500x950x1100 mm

Wi-Fi Optional Optional Optional

SIM Optional Optional Optional

Bluetooth Optional Optional Optional

Certifications CE, EMC, UN 38.3 CE, EMC, UN 38.3 CE, EMC, UN 38.3

Temperature _-5°C - 45°C _-5°C - 45°C _-5°C - 45°C

Input 400 Vac, 50 Hz, 125 A - 3P+N+T 400 Vac, 50 Hz, 125 A - 3P+N+T 400 Vac, 50 Hz, 125 A - 3P+N+T 

Input MPPT (Optional) MPPT (Optional) MPPT (Optional)

Output 1 230 Vac, 50 Hz, 16 A (3 kW) - 1P+N+T 230 Vac, 50 Hz, 16 A (3 kW) - 1P+N+T x 3 230 Vac, 50 Hz, 16 A (3 kW) - 1P+N+T x 3

Output 2 400 Vac, 50 Hz, 32 A (20 kW) - 3P+N+T 400 Vac, 50 Hz, 32 A (20 kW) - 3P+N+T x 2 400 Vac, 50 Hz, 32 A (20 kW) - 3P+N+T  x 2

Output 3 400 Vac, 50 Hz, 63 A (40 kW) - 3P+N+T 400 Vac, 50 Hz, 63 A (40 kW) - 3P+N+T x 2 400 Vac, 50 Hz, 63 A (40 kW) - 3P+N+T x 2

Output 4 EV - Tipo 1 (Optional) EV - Tipo 1 (Optional) EV - Tipo 1 (Optional)

Max power 80 kW 100 kW 120 kW 

Capacity 80 kWh 100 kWh 120 kWh 

Cycles 2500-4000 @ 1C, 20% SOC 2500-4000 @ 1C, 20% SOC 2500-4000 @ 1C, 20% SOC 

Battery Type Lithium ion 
BPS-20-20 BPS-40-40 BPS-60-60 BPS-100-100

Weight 200 kg 500 kg 1000 kg 2000 kg

Dimension 600x950x1100 mm 1350x950x1100 mm 1350x950x1100 mm 2500x950x1100 mm

Wi-Fi Optional Optional Optional Optional

SIM Optional Optional Optional Optional

Bluetooth Optional Optional Optional Optional

Certifications CE, EMC, UN 38.3 CE, EMC, UN 38.3 CE, EMC, UN 38.3 CE, EMC, UN 38.3

Temperature 0°C - 40°C 0°C - 40°C 0°C - 40°C 0°C - 40°C

Input

400 Vac, 50 Hz, 32 A - 

3P+N+T 

400 Vac, 50 Hz, 63 A - 

3P+N+T 

400 Vac, 50 Hz, 125 A - 

3P+N+T 

400 Vac, 50 Hz, 125 A - 

3P+N+T 

Input MPPT (Optional) MPPT (Optional) MPPT (Optional) MPPT (Optional)

Output 1

230 Vac, 50 Hz, 16 A (3 kW) - 

1P+N+T 

230 Vac, 50 Hz, 16 A (3 kW) - 

1P+N+T 

230 Vac, 50 Hz, 16 A (3 kW) - 

1P+N+T 

230 Vac, 50 Hz, 16 A (3 kW) - 

1P+N+T 

Output 2

400 Vac, 50 Hz, 16 A (11 kW) - 

3P+N+T 

400 Vac, 50 Hz, 32 A (20 kW) - 

3P+N+T 

400 Vac, 50 Hz, 32 A (20 kW) - 

3P+N+T 

400 Vac, 50 Hz, 32 A (20 kW) - 

3P+N+T 

Output 3 400 Vac, 50 Hz, 32 A (20 kW) - 

3P+N+T 

400 Vac, 50 Hz, 63 A (40 kW) - 

3P+N+T 

400 Vac, 50 Hz, 63 A (40 kW) - 

3P+N+T 

400 Vac, 50 Hz, 63 A (40 kW) - 

3P+N+T 

Output 4 EV - Tipo 1 (Optional) EV - Tipo 1 (Optional) EV - Tipo 1 (Optional) EV - Tipo 1 (Optional)

Max power 20 kW 40 kW 60 kW 100 kW 

Capacity 20 kWh 40 kWh 60 kWh 100 kWh 

Cycles 1500-2000 @ 1C, 40% SOC 1500-2000 @ 1C, 40% SOC 1500-2000 @ 1C, 40% SOC 1500-2000 @ 1C, 40% SOC 

Data sheet
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